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LIQUID GAP FILLER

™ SCHLEGEL OP-3500 SPEC 05
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OP-3500 Spec 05 is a high-performance two-component thermally

conductive gel that cures rapidly at room temperature or under mild heating,

2 forming a soft, compliant elastomer. Once cured, it resists drying out,
> — powdering, and oil bleeding over long-term service life.

The proprietary formulation of OP-3500 Spec 05 makes for its good thermal
conducting performance. Together with its superior wetting properties in

‘*"_—.-V‘ filling surface irregularities.

OP-3500 Spec 05 is RoHS compliant and halogen-free, offering extra
reassurance in applications where hazardous substances are forbidden.

Features and Benefits Typical Applications Optional Configurations

* 6.3 W/mK thermal condugtiYity * Automotive el@tronics e Syringes or special cartridges can be
. Excell.ent themal conductivity e PCBA to housing arranged upon request
o Great insulation property e Discrete components to housing
e Halogen-free e Fiber optic telecommunications
e RoHS compliant e equipment
o Suitable for auto-dispensing and screen
printing applications
Typical Properties
Properties OP-3500 Spec 05 Test Method
Construction & Composition Silicone-based gap filler —
Color A: White B: Blue Visual
Density (g.cm™3) 3.2 ASTM-D792
Viscosity (Spindle#7 @ 20 RPM) Part A: 141000cP / Part B: 155000cP ASTM-D2196
Mix Ratio 1:1 =5
Minimum Bond Line Thickness (um) ~220 .
Shelf Life /Months 6 -
Flow Rate (50cc cartridge with 16 !
17 elements static mixer, 80psi, g/min)
PROPERTIES AS CURED
Thermal Conductivity (W.m".K") 6.3 ASTM D5470 (modified)
Hardness (Shore 00) 60 ASTM D2240
Temperature Range (°C) -40~150 -
Volume Resistivity(ohm.cm) 1.0x10"3 ASTM D257
Dielectric Strength (Vac/mm) >6000 ASTM D149
UL Flammability Rating UL94 VO -
CURE SCHEDULE
Pot life @ 25°C (hours) 1 ~
Cure @ 25°C (hours) 12 —
Cure @ 100°C (min) 20 =
Please contact us for other special requirements
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Specifications and appearances may change without notice. All statements, technical information and recommendations herein are based on tests that we believed to be reliable, but the accuracy and completeness are not guaranteed.
Before using, user should determine the suitability of the product for its intended use, and the user assumes all risks and liabilities whatsoever in connection therewith. Neither the seller nor the manufacturer shall be liable for any loss or
damage, direct, incidental or consequential, including loss of profits or revenues arising from the use or inability to use the product. Any statements or recommendations shall have no effect unless contained in an agreement signed by
authorized personnel of the seller and manufacturer.


mailto:FlowRate@30ccsyringe0.1”orifice

